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Silkroad Modern Trade Co.

SILKROAD MODERN TRADE CO. HAS YEARS OF EXPERIENCES IN INTERNATION-
AL BUSINESS (MARKETING, LOGISTICS, SALE, AND AFTER SALES SUPPORT).

OUR TEAM PLAYS AN IMPORTANT ROLE FOR ENTERPRISES TO ENTER GLOBAL
MARKETS AND INCREASE THE EXPORT OF THEIR GOODS OR SERVICES.

WE STOCK A BROAD SPECTRUM OF PREMIER BRANDS WITH WHICH WE HAVE
LONG-LASTING RELATIONSHIPS.

SILKROAD MAIN ACTIVITY IS IN INDUSTRIAL PRODUCTS SECTOR FOCUSED ON
HYDRAULIC EQUIPMENT SUCH AS HYDRAULIC PUMPS, VALVES, JACKS, ETC.

WE SUPPORT AGRICULTURAL MACHINERY EQUIPMENT MANUFACTURERS TO
SUPPLY THEIR DEMAND. THE VALUE THAT WE OFFER TO OUR CUSTOMER IS

FIRST-RATE PRODUCT SUPPORT, COMPETITIVE PRICES, AND HIGH QUALITY OF
BRANDS.
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TRACTOR HYDRAULIC PUMP

APPLIGATION PHOTO APPLICATION

DARWANA TRACTORS
HYDRAULIC GEAR PUMP

MASSEY FERGUSON
HYDRAULIC GEAR PUMP

VOLVO TRACTORS
HYDRAULIC GEAR PUMP

EBRO TRACTORS
HYDRAULIC GEAR PUMP

VALMET TRACTORS
HYDRAULIC GEAR PUMP

ZETOR TRACTOR
HYDRAULIC GEAR PUMP

GARDEN TRACTORS
HYDRAULIC GEAR PUMP

FIAT TRACTORS
HYDRAULIC GEAR PUMP
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COMBINE HYDRAULIC PUMP

APPLIGATION

JOHN DEERE COMBINE
HYDRAULIC GEAR PUMP

NEW HOLLAND COMBINE
HYDRAULIC GEAR PUMP

CLASS COMBINE
HYDRAULIC GEAR PUMP
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INDUSTRIAL PUMPS

PM

Pump Flow Rate (L/min) at 1500 R.P.M 0.5 0.75 1 1.25 1.5 2
Displacement (CC/rew) 0.33 0.5 0.66 0.83 1 1.33
Cont.max.PRESSURE (bar) 225 175
INTERMITENT MAX.PRESSURE (bar) 250 200
R.P.M AT CONT.PRESSURE 5000 4000 3000
MAX. R.P.M 10000 8000 6000
100 bar 1000
MIN. R.P.M
AT GIVEN 175 bar 1500
PRESSURES
250 bar 2500 _—

Pump Flow Rate (L/min) at 1500 R.P.M

PL

GEAR PUMPS

GEAR PUMPS

Silkroad Modern Trade Co.

Pump Flow Rate (L/min)at 1500R.P.M| 6 | 7.5 10 14 | 16 | 18 | 22 27 | 32 | 35 | 37 | 40 | 46 | 52
Displacement  (CC/iaw 4 5 6.6 9.3 | 10.6 | 12 |14.6 | 16.6 | 18 | 21.3 | 23.3 | 24.6 | 26.6 | 30.6 | 34.6
Cont.max.PRESSURE  (bar) 275 250 225 175 145 | 135 | 120
INTERMITENT MAX.PRESSURE  (bar) 300 275 250 190 160 | 150 | 140
R.P.M AT CONT.PRESSURE 3500 3000 2500 2300 2000 2000
MAX. R.P.M 4000 3500 3200 3000 3000
100 bar 500
e 175 bar 1200 1100 1100 850 850 750 750
AT GIVEN
PRESSURES 250 bar 1400 1300 1200 1100 1100 1000
300 bar 1750 1500 + + : R R . o I &

Displacement (CC/rew)

Cont.max.PRESSURE

(bar)

INTERMITENT MAX.PRESSURE

(bar)

R.P.M AT CONT.PRESSURE

MAX. R.P.M

100 bar

MIN. R.P.M
AT GIVEN

175 bar

PRESSURES

250 bar

300 bar

PLA

GEAR PUMPS
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Pump Flow Rate (L/min) at 1500 R.P.M

PLO
GEAR PUMPS

Displacement

(CC/rew)

Cont.max.PRESSURE

(bar)

INTERMITENT MAX.PRESSURE

(bar)

R.P.M AT CONT.PRESSURE

MAX. R.P.M

MIN. R.P.M
AT GIVEN
PRESSURES

100 bar

175 bar

250 bar




Silkroad Modern Trade Co.
ORBITROL STEERING VALVE AND HYDRAULIC JACK

MF-285 @
OSPC 100 ON
MF-950
TRACTOR ROMANI UTB 650
MF-285
OSPC 80 ON

MF-399

JOHN DEERE 955
NEWHOLAND COMBINE TC 56
SAHAND FORK LIFT

FIAT 55-90

HYDRAULIC STEERING UNIT ORBITROL
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Silkroad Modern Trade Co.
ELECTRICAL OPERATED HYDRAULIC VALVE

I

1ils .' i 1 Tk - ; \
ALLLLIE - araoFan
HRECTIONAL VALVE ¢ =

AWEESD-6XJEW220N9ZA
{ \
(..:u.

CHEELC ViAWY r

AWEN0G-6X/EGZAND LA

Specification 02 03
Working Pressure Oil ports P,A,B 31.5 | 31.5
(Mpa) Oil ports T 10 10
Max Flow (L/min) 80 120
Working fluid Mineral oil; phosphate-ester
Fluid temp. (°C) -20~70
Viscosity (mm2/s) 2.8~100
Working Voltage _ DC . 12 . 24
(V) AC 110V/50Hz 220V/50Hz
Max. Switch frequency (T/h) 15000 (DC) 7200 (AC)
Insulation grade IP65
Single solenoid 1.45 (DC) 1.4 (AC) 5.1 (DC) 4.3 (AC)
Weight (kg) - { - ]
Double solenoids 1.95 (DC) 1.9 (AC) 6.7 (DC) 5.1 (AC)
cl i The maximum allowable cleanliness of the oil should be according to 9th degree of standard NAS1638. It is
eantiness suggested that the minimum filter rating should be g 10275.
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SPARE PARTS

Model KW HP E.Motor H N D Flange Type
0K160 0.25/0.37 0.33/0.5 71 80 110 25.5 Type 1
1K160 0.25/0.37 0.33/0.5 71 80 110 36.5 Type 2
0K200 0.55/1.5 0.75/2 80/90 95 130 255 Type 1
1K200 0.55/1.5 0.75/2 80/90 95 130 36.5 Type 2
0K250 2.2/4 3/5.5 110/112 11.5 180 25.5 Type 1
1K250 2.2/4 3/5.5 110/112 11.5 180 36.5 Type 2
Model KW HP E.Motor H N D Flange Type
1K300 5.5/10 7.5/10 132 135 230 36.5 Type 2
2K300 5.5/10 7.5/10 132 135 230 50.5 Type 3
KV3003 5.5/10 7.5/10 132 135 230 101.5 Type 5
2K350 11/22 15/30 160/180 170 250 50.5 Type 3
KV3504 11722 15/30 160/180 190 250 101.5 Type 5
KV3505 11/22 15/30 160/180 190 250 127 Type 5

SUB PLATE

BELLHOUSING

Model

S1-M4-1/4-B/V S2-M4-3/8-B/V
Max. Flow
L/min (Usgpm) 1(10) 80(20)
Max Pressure
Bar (Psi) £19/(3000)
Weight
Kg (Ibm) 0.8 (1.76)
Fluide Viscosity 100-500 45-2000 ssu (6-420 Cst)
Filtration ISO 16/13 SAE Class 4 or better
Ambient Temperature (°C) -20 +80 -4 +176
Ambient Temperature (°C) -20 +50 -4 +122
Model S1-M4-1/4-B/V S2-M4-3/8-B/V
Max. Flow
L/min (Usgpm) 40 (10) 80 (20)
Max Pressure
Bar (Psi) 210/(3000)
Weight
Kg (Ibm) 0.8 (1.76)
Fluide Viscosity 100-500 45-2000 ssu (6-420 Cst)
Filtration ISO 16/13 SAE Class 4 or better
Ambient Temperature (°C) -20 +80 -4 +176
Ambient Temperature (" C) -20 +50 - +122

Treated Diameter
Model Motor Power Coupling Dimensions
Motor Pump
Type Pump Shaft
Type KW HP L F E D H D
P M (5)

DK24 1.1-1.5 1.5-2 58 36 28 24 6 " 14 19 24 PLO PL »

DK28 2.2-4 3-5.5 82 44 40 28 8 s 19 24 28 PLO PL PLA =

DK42 11-15 15-20 86 60 42 42 12 24 28 38 42 * PL PLA
Coupling Motor Order: DK...(D) Example: DK4242
Coupling Pump Order: DK...(T)(5) Example: DK28LAE
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